
D

D.51282250000 – 2012/2013

WDU 2.5 2.5 mm²

5.1 x 60 x 47
32 / 4
0.05...4

IEC UL CSA EN 60079-7
800 600 (C) 600 (C) 550
24 25 (C) 20 (C) 21
2.5 AWG 30...12 AWG 26...12 2.5

8 kV / 3
A3 / V-0

? r  u # i ~ x a KEMA 98ATEX1683 U
Rated connection Further connection
0.5...4 / 1.5...4 
0.5...4 / 0.5...2.5 
0.4...0.8 Nm (M 2.5)
10 / 0.6 x 3.5 mm

0.5...1.5 
0.5...1.5 / 0.5...1.5

2.5 mm           m   
diameter-optimised collar (Order no. 1333100000, pack of 500).

Type Qty. Order No.
WDU 2.5 100 1020000000
WDU 2.5 BL 100 1020080000
ated olta e is 400 V en sin  cross-connection V 

Refer to the W-Series Accessories section for colour versions.

Ensure 2.5 mm  max. hen usin  the W B. Onl  400 V hen usin  the shieldin  
rail LS 2,8 1056400000.

Type current Qty. Order No.
ZQV 2.5N/2 GE 24 A 60 1693800000
ZQV 2.5N/3 GE 24 A 60 1693810000
ZQV 2.5N/4 GE 24 A 60 1693820000
ZQV 2.5N/10 GE 24 A 20 1693880000
ZQV 2.5N/20 GE 24 A 20 1909000000

WQV 2.5/2 32 A 50 1053660000
WQV 2.5/3 32 A 50 1053760000
WQV 2.5/4 32 A 50 1053860000
WQV 2.5/10 32 A 20 1054460000

Width
WAP 2.5-10 1.5 mm 50 1050000000
WAP 2.5-10 BL 1.5 mm 50 1050080000
WAP 16+35 WTW 2.5-10 1.5 mm 20 1050100000
WAP 16+35 WTW 2.5-10 BL 1.5 mm 20 1050180000

WEW 35/2 8 mm 100 1061200000

WTA 2    WDU2.5-10 5 mm 25 1632320000
WTA 2/ZA WDU2.5-10 5 mm 25 1632330000

WAD 5 MC NE WS 5 mm 48 1112910000
WAD 5 MC NE GE 5 mm 48 1112920000

DEK 5/5 / WS 12/5

IEC 60947-7-1 Ex e II T II 2 G D

With screwable cross-connection
Compact design

WDU 2.5N 2.5 mm²

5.1 x 44 x 37.5
32 / 4
0.05...4

IEC UL CSA EN 60079-7
500 300 (D) 300 (D) 440
24 10 (D) 10 (D) 21
2.5 AWG 22...12 AWG 26...12 2.5

6 kV / 3
A3 / V-0

 r u # i ~ x a KEMA 98ATEX1683 U
Rated connection Further connection
0.5...4 / 1.5...4 
0.5...4 / 0.5...2.5 
0.4...0.6 Nm (M 2.5)
10 / 0.6 x 3.5 mm

0.5...1.5 
0.5...1.5 / 0.5...1.5

2.5 mm  ires ith ire ferrules includin  the plastic collar onl  clampa le ith 
diameter-optimised collar (Order no. 1333100000, pack of 500).

Type Qty. Order No.
WDU 2.5N 100 1023700000
WDU 2.5N BL 100 1023780000
Colour variants listed under the W-Series accessories section,  
“Specific functions”.

Socket and test plug, see section “W-Series accessories”.

Type current Qty. Order No.

WQV 2.5/2 32 A 50 1053660000
WQV 2.5/3 32 A 50 1053760000
WQV 2.5/4 32 A 50 1053860000
WQV 2.5/10 32 A 20 1054460000

Width
WAP WDU2.5N/4N 1.5 mm 50 1060000000
WAP WDU2.5N/4N BL 1.5 mm 50 1060080000

EW 35 8.5 mm 50 0383560000

WTA 1    WDU1.5 5 mm 25 1632290000
WTA 1/ZA WDU1.5 5 mm 25 1632300000

WAD 4 GE BED 4.5 mm 50 1072000000
WAD 4 WS 4.5 mm 50 1072100000

DEK 5/5 / WS 12/5

IEC 60947-7-1 Ex e II T II 2 G D

With pluggable cross-connection
Compact design

WDU 2.5N/ZQV 2.5 mm²

5.1 x 44 x 37.5
32 / 4
0.05...4

IEC UL CSA
500 600 (C) 300 (C)
24 25 (C) 25 (C)
2.5 AWG 22...12 AWG 26...12

6 kV / 3
A3 / V-0

 r  u i a

Rated connection Further connection
0.5...4 / 1.5...4 
0.5...4 / 0.5...2.5 
0.4...0.6 Nm (M 2.5)
10 / 0.6 x 3.5 mm

0.5...1.5 
0.5...1.5 / 0.5...1.5

2.5 mm  ires ith ire ferrules including the plastic collar onl  clampa le ith 
diameter-optimised collar (Order no. 1333100000, pack of 500).

Type Qty. Order No.
WDU 2.5N ZQV 100 1040800000
WDU 2.5N ZQV BL 100 1040880000
Rated voltage is 400 V hen using the ZQV cross-connector.

Type current Qty. Order No.
ZQV 2.5N/2 GE 24 A 60 1693800000
ZQV 2.5N/3 GE 24 A 60 1693810000
ZQV 2.5N/4 GE 24 A 60 1693820000
ZQV 2.5N/10 GE 24 A 20 1693880000
ZQV 2.5N/20 GE 24 A 20 1909000000

Width
WAP WDU2.5N/4N 1.5 mm 50 1060000000
WAP WDU2.5N/4N BL 1.5 mm 50 1060080000

EW 35 8.5 mm 50 0383560000

WTA 1    WDU1.5 5 mm 25 1632290000
WTA 1/ZA WDU1.5 5 mm 25 1632300000

WAD 4 GE BED 4.5 mm 50 1072000000
WAD 4 WS 4.5 mm 50 1072100000

DEK 5/5 / WS 12/5

IEC 60947-7-1
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Feed-through terminals


